
overhead lifting

Peerless® Alloy

Sub-Assemblies

B

A

C

Stock #
Trade 
Size Dimensions (Inches)

Lbs. 
Per 
Ea.

Grade 80
Chain Size

WLL 3-4 
Leg Chain 

Sling 
@ 600 
(Lbs.)A B C A1 B1 C1 In. MM

Self-
Colored In.

SMA028 3/4 0.750 2.750 5.500 0.500 1.250 2.000 2.90 9/32 7 9,100 

SMA038 1 1.000 3.500 7.000 0.750 1.500 3.000 7.30 3/8 10 18,400 

SMA050 1-1/4 1.250 4.380 8.750 1.000 2.000 4.000 16.33 1/2 13 31,200 

SMA063 1-1/2 1.500 5.250 10.500 1.250 3.000 5.250 27.80 5/8 16 47,000 

SMA075 1 3/4 1.750 6.000 12.000 1.500 3.250 5.750 51.00 3/4 20 73,500 

SMA088 2 2.000 7.000 14.000 1.750 4.000 6.000 65.90 7/8 22 88,900 

SMA100 2-1/4 2.250 8.000 16.000 1.880 4.000 7.000 90.55 1 26 123,900 

SMA125 2-3/4 2.750 9.000 16.000 2.250 4.500 8.000 144.90 1-1/4 32 187,800 

A1

B1

C1

Grade 80 Alloy components are 8620 or 4130 alloy steel. Master 
links are welded, heat-treated, proof tested and tumble finished.

Stock #

Mfr. #

Trade 
Size 

(Inches)

Matching 
G100 

Chain Sze 
(Inches) Dimensions (Inches) Lbs. 

Per 
Each

Working 
Load 
Limit 
(Lbs.)*Blue 3-4 Legs A B C A1 B1 C1

8452110 D18L13 3/4 9/32 0.75 2.95 5.31 0.51 1.50 2.36 3.0 11,200

8452210 D22L16 7/8 5/16 0.91 3.54 6.30 0.63 1.34 2.76 5.3 15,200

8452310 D26L20 1 3/8 1.06 3.94 7.09 0.75 1.57 3.35 8.4 22,900

8452410 D32L22 1-1/4 1/2 1.30 4.33 7.87 0.91 1.97 4.53 14.5 39,700

8452510 D38L26 1-1/2 5/8 1.50 5.91 10.83 1.06 2.56 5.51 25.3 61,100

8452610 D50L32 2 3/4 1.97 7.48 13.78 1.30 2.76 5.91 50.7 91,700

8452710 D56L36 2-1/4 7/8 2.20 9.84 13.78 1.42 2.95 6.69 68.4 110,900

*Working Load Limit (WLL) of the oblong sub-assembly only, for WLL of chain slings please refer to pg.7.
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Alloy Oblong Sub-Assemblies 

w/Small Sub-Links (Grade 100)
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